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Product description  
Zettex Antistatic Cockpit Spray is a silicone-free cockpit spray that is suitable for all types of dashboards and 
leather surfaces. 
 
Material 
Aliphatic Hydrocarbons 
 
Product properties  
• Ready to use 
• Silicone free 
• Very efficient 
• Not greasy 
• Antistatic 
 
Uses 
For cleaning all types of synthetic materials and polishing dull and worn surfaces. 
 
Available forms 
• Aerosol 500 ml  
• Barrel 5 L  
• Barrel 25 L 
 
Colour 
Transparent 
 
Safety recommendations  
Make sure you have read our MSDS (Material Safety Data Sheet) before using this product. 
 

Properties Specifications 
Change in conditions/boiling point approx. 70 
Density g/ml (20°C) approx 0,722 DIN 51757 
Vapour pressure mbar (20°C) approx. 210 
Viscosity mPas (20°C) <10 dynamisch, Brookfield 
pH value undiluted (20°C) n/a DIN 19261 
pH value 1% water-based solution (20°C) 7 
Flash point (°C) -10 DIN 51755 
Auto-ignition temperature (°C) 250 DIN 51794 
Explosion limits, Lower % vol. 1,1 DIN 51649 
Explosion limits, Lower % vol 7,0 DIN 51649 
Water solubility (20°C) Approx. 20 mg/l 

 


